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Important Safety Information

Important Safety Information

For your safety, thoroughly read “ I mportant Safety Informa-
tion” and “ Operating Instructions’ in the operator’ s manual
before proceeding.

Safety Notations A

The SAFETY ALERT SYMBOL indicates thereis a potential
hazard to personal safety involved and extra safety precautions
must be taken. When you see this symbol, be alert and carefully
read the message that followsit. In addition to design and con-
figuration of equipment, hazard control and accident preven-
tion are dependent upon the awar eness, concern, prudence and
proper training of personnel involved in the operation, trans-
port, maintenance and storage of equipment.

Watch for the following safety notations throughout these in-
structions and the operator’s manual.

A DANGER!

Indicates an imminently hazardous situation which, if not
avoided, will result in death or seriousinjury. Thissignal word
islimited to the most extreme situations.

AWARNING!

Indicates a potentially hazardous situation which, if not avoid-
ed, could result in death or seriousinjury.

A CAUTION!

Indicates a potentially hazardous situation which, if not avoid-
ed, may result in minor or moderate injury. It may also be used
to alert against unsafe practices.

Safety Rules

Most accidents are the result of negligence, carelessness or
failure to follow safety precautions. Though your implement is
designed with many built-in safety features, safety precautions
are mandatory to prevent accidents.
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Section 1 Assembly

Great Plains Mfg., Inc.

45-Foot Lifting Hydraulics

Hydraulic Hose Sizes

ltem  Part Number I.D. Length
1 811-124C 3/8 268
2 811-125C 3/8 82
3 811-310C 3/8 198
4 811-245C 3/8 74
5 811-245C 3/8 74
6 811-236C 3/8 84
7 811-123C 3/8 51
8 811-124C 3/8 268
9 811-311C 3/8 242
10 811-127C 3/8 111
11 811-127C 3/8 111
12 811-125C 3/8 82
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Figure 1-4
34-Foot Lifting Hydraulics
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Section 1 Assembly

Figure 1-7
34-Foot Folding Hydraulics

Fold Cylinders

A DANGER!

Thefolding cylinders must be bled free of air before attempting
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to fold implement. Otherwise severe damage and bodily injury
may result.

Position fold cylinders with base end toward center of the
drill and the rod end toward wings. Pin the base end to the
fold cylinder lug. Secure the pin with the provided clip.

Leave rod end unhooked until after air is bled from fold cir-

S <l

RN

Fp-ner

[ BE-ogn-A2 AT

L‘;mm
L
;

i

45-Foot Folding Hydraulics

Hydraulic Hose Sizes

-
T

ltem  Part Number 1.D. Length
1 811-095C 3/8 158
2 811-095C 3/8 158
3 811-118C 3/8 41
4 811-094C 3/8 176
5 811-094C 3/8 176
6 811-118C 3/8 41
7 811-096C 3/8 108
8 811-096C 3/8 108 M
9 811-117C 3/8 90 % Figure 1-5
0 B11.096C %8 108 % é 45-Foot Lifting Hydraulics
11 811-093C 3/8 47 é é vare
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Section 1 Assembly

Cuit.

Install hydraulic hoses. Refer to Figure 1-6 or Figure 1-7.
Note the hose lengths and be sure to use the correct length
hose in each location. Start with the longest hose and work
to the shortest.

When installing, route hoses through the hose clips on the

openers. See Figure 1-3. Be sure hoses are not twisted
and will not get pinched when the implement is raised, low-
ered, folded or unfolded. Do not let the hoses rub on sharp
edges, and be sure there is enough slack for down-flex.

NOTE: The SAE O-ring and JIC 37° flare-type hose con-
nections do not require sealant for reconnecting. They do
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34-Foot Folding Hydraulics

Hydraulic Hose Sizes

Iltem  Part Number 1.D. Length

1 811-240C 3/8 75

2 811-240C 3/8 75

3 811-241C 3/8 21

4 811-241C 3/8 21

5 811-239C 3/8 75

Figure 1-6 6 811-239C 3/8 75

45-Foot Folding Hydraulics
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