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Be Aware of Signal Words
The word that designates a degree 
or level of hazard seriousness. The 
signal words are:

Indicates an imminently hazardous 
situation which, if not avoided, will 
result in death or serious injury. This 
signal word is limited to the most 
extreme situations, typically for 
machine components that, for func-
tional purposes, cannot be guarded.

Indicates a potentially hazardous sit-
uation which, if not avoided, could 
result in death or serious injury, and 
includes hazards that are exposed 
when guards are removed. It may 
also be used to alert against unsafe 
practices.

Indicates a potentially hazardous sit-
uation which, if not avoided, may 
result in minor or moderate injury. It 
may also be used to alert against 
unsafe practices.

! DANGER!

! WARNING!

! CAUTION!

Important Safety Information

Handle  
Chemicals Properly
� Read and follow Chemical Manu-

facturer’s instructions.
� Protective clothing should be 

worn.
� Handle all chemicals with care. 
� Agricultural chemicals can be 

dangerous. Improper use can 
seriously injure persons, animals, 
plants, soil, and property. 

� Inhaling smoke from any type of 
chemical fire is a serious health 
hazard.

� Store or dispose of unused chem-
icals as specified by the chemical 
manufacturer.

� Before adding chemical to the 
tank, make sure tank is at least 
half full. Concentrate should not 
be poured into an empty tank.

� Never leave fill hose attached to 
the sprayer after filling tank. 
Chemicals in tank can siphon out 
of tank and contaminate freshwa-
ter source.

� Always keep handwash tank filled 
with clean water and have soap 
available in case of an emergency. 
Flush any area of the body that is 
contaminated by chemicals imme-
diately and thoroughly.

� Do not touch sprayer components 
with mouth or lips.

� If chemical is swallowed, carefully 
follow the chemical manufac-
turer’s recommendations and con-
sult with a doctor.

� If persons are exposed to a chem-
ical in a way that could affect their 
health, consult a doctor immedi-
ately with the chemical label or 
container in hand. Any delay 
could cause serious illness or 
death.

� Dispose of empty chemical con-
tainers properly. By law rinsing of 
the used chemical container must 
be repeted three times. The con-
tainer should then be punctured to 
prevent future use. An alternative 
is to jet-rinse or pressure rinse the 
container.

� Wash hands and face before eat-

ing when working with chemicals. 
Shower as soon as spraying is 
completed for the day.

� Spray only with acceptable wind 
conditions. Make sure wind drift of 
chemicals will not affect any sur-
rounding land, people or animals.

� Never wash the sprayer tank out 
within 100 feet of any freshwater 
source or in a car wash.

� Rinse out the tank and spray rinse 
water on the last field sprayed.

Safety at All Times
Thoroughly read and understand the 
instructions given in this manual and 
your operator’s manual before opera-
tion. Refer to the “Important Safety 
Information” section in your operator’s 
manual.



2

Important Safety Information

 Application Guide   509-200M 2/7/06

Great Plains Mfg., Inc.

� Waterproof apron

� Waterproof boots or foot cover-
ings

� Waterproof, unlined gloves. Neo-
prene gloves are recommended.

� Cloth coveralls/outer clothing 
changed daily; waterproof items 
if there is a chance of becoming 
wet with spray

� Waterproof, wide-brimmed hat

� Cartridge-type respirator ap-
proved for pesticide vapors 
unless label specifies another 
type of respirator.

� Face shield, goggles or full face 
respirator. Goggles with side 
shields or a full face respirator is 
required if handling or applying 
dusts, wettable powders, or gran-
ules or if being exposed to spray 
mist.

Personal Safety Equipment
Great Plains advises all users of chemical pesticides or 
herbicides to use the following personal safety equip-
ment. Always follow the chemical label instructions, 
operator safety and the effectivity of the product depends 
upon operator actions.

Wear  
Protective Equipment
� Protective clothing and equipment 

should be worn.
� Do not wear contaminated cloth-

ing. Wash protective clothing and 
equipment with soap and water 
after each use. Personal clothing 
must be laundered separately 
from household articles.

� Clothing contaminated with cer-
tain pesticides (read the label) 
must be destroyed according to 
state and local regulations.

� Wear clothing and equipment 
appropriate for the job. Avoid 
loose fitting clothing.

� Prolonged exposure to loud noise 
can cause hearing impairment or 
hearing loss. Wear suitable hear-
ing protection such as earmuffs or 
earplugs.

� Operating equipment safely 
requires the full attention of the 
operator. Avoid wearing radio 
headphones while operating 
machinery.
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TeeJet® Worn Nozzles & Flow Table

MeterCone® Worn Nozzles & Flow Table

DISCARD NOZZLES NOT WITHIN THE  +  LIMITS OPM  =  Ounces Per Minute

NOTE: The + value shown is a +10% value of the OPM GPM  =  Gallons Per Minute 

PSI
8001 & 
11001

80015 & 
11015

8002 & 
11002

8003 & 
11003

8004 & 
11004

8005 & 
11005

8006 & 
11006

8008 & 
11008

GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM

15 .06 7.9+1 .09 11.5+1 .12 15.4+1 .18 23.0+1 .24 30.7+2 .31 39.7+2 .37 47.6+2 .49 62.7+3

20 .07 9.0+1 .11 14.1+1 .14 17.9+1 .21 26.9+1 .28 35.8+2 .35 44.8+2 .42 47.6+2 .57 73.0+4

25 .08 10.2+1 .12 15.4+1 .16 19.8+1 .24 30.1+2 .32 40.3+2 .39 49.9+3 .47 60.2+3 .63 80.6+4

30 .09 11.5+1 .13 16.6+1 .17 21.8+1 .26 33.3+2 .35 44.8+2 .43 55.0+3 .52 66.6+3 .69 88.3+4

35 .10 12.2+1 .14 17.9+1 .19 23.7+1 .28 35.8+2 .38 48.0+2 .47 59.5+3 .56 71.7+4 .75 95.4+5

40 .10 12.8+1 .15 19.2+1 .20 25.6+1 .30 38.4+2 .40 51.2+3 .50 64.0+3 .60 76.8+4 .80 102.4+5

45 .11 13.4+1 .16 20.2+1 .21 27.2+1 .32 40.6+2 .42 54.1+3 .53 67.5+3 .64 81.3+4 .85 108.2+5

50 .11 14.1+1 .17 21.1+1 .23 28.8+1 .34 42.9+2 .45 57.0+3 .56 71.0+4 .67 85.8+4 .89 113.9+6

55 .12 14.7+1 .17 22.1+1 .24 30.4+1 .35 45.1+2 .47 59.8+3 .58 74.6+4 .71 90.2+5 .94 119.7+6

60 .12 15.4+1 .18 23.0+1 .25 32.0+1 .37 47.4+2 .49 62.7+3 .61 78.1+4 .74 97.7+5 .98 125.4+6

DISCARD NOZZLES NOT WITHIN THE  +  LIMITS OPM  =  Ounces Per Minute

NOTE: The + value shown is a +10% value of the OPM GPM  =  Gallons Per Minute 

PSI
MC 1.25 MC 1.875 MC 2.5 MC 3.75 MC 5.0 MC 7.5 MC 10 MC 12.5 MC 15

GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM GPM OPM

10 .13 16.0+2 .19 24.0+2 .25 32.0+3 .38 48.0+5 .50 64.0+6 .75 96.5+9 1.00 128.0+13 1.25 160.0+16 1.50 192.0+19

15 .18 22.4+2 .23 29.1+3 .31 39.7+4 .46 58.6+6 .61 78.1+8 .92 117.8+12 1.22 156.2+15 1.53 195.8+20 1.84 235.5+23

20 .19 23.7+2 .26 33.0+3 .35 44.8+4 .53 67.5+6 .71 90.9+10 1.06 135.7+14 1.41 180.5+18 1.77 226.6+21 2.12 271.4+27

25 .20 25.0+2 .28 35.5+3 .40 51.2+5 .59 75.2+8 .79 101.1+10 1.19 152.3+15 1.57 201.0+20 1.98 253.4+25 2.37 303.4+30

30 .22 27.5+2 .33 41.9+4 .43 55.0+5 .65 82.9+8 .87 111.4+11 1.30 166.4+16 1.73 221.4+22 2.18 279.0+28 2.60 332.8+33

35 .23 28.8+2 .35 44.5+4 .46 58.9+6 .71 90.6+9 .92 117.8+12 1.39 177.9+18 1.85 236.8+24 2.31 295.7+30 2.78 355.8+35

40 .25 31.4+3 .38 48.3+5 .50 64.0+6 .75 95.7+9 1.0 128.0+13 1.50 192.0+19 2.00 256.0+25 2.50 320.0+32 3.00 384.0+38

45 .26 32.6+3 .39 50.9+5 .52 64.0+6 .79 101.5+10 1.06 135.5+13 --- --- --- --- --- --- --- ---

50 .28 35.2+3 .42 53.3+5 .56 65.3+6 .82 105.5+10 1.10 141.0+14 --- --- --- --- --- --- --- ---

55 .28 37.1+4 .43 55.7+5 .59 72.5+7 .87 111.9+11 1.16 149.0+15 --- --- --- --- --- --- --- ---

60 .31 39.0+4 .45 58.1+5 .61 78.1+8 .92 117.3+12 1.20 153.3+15 --- --- --- --- --- --- --- ---
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*For Post Emerge Applications where finer droplets are required use 40 PSI or greater.

MeterCone® Nozzles 15” Spacing (Height 12” to 13” or 24” to 26” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

1.25

.13 10.00 12.38 9.90 8.25 7.07 6.19 5.50 4.95 4.50 4.13

.17 15.00 17.33 13.86 11.55 9.90 8.66 7.70 6.93 6.30 5.78

.19 20.00 18.32 14.65 12.21 10.47 9.16 8.14 7.33 6.66 6.11

.20 25.00 19.31 15.44 12.87 11.03 9.65 8.58 7.72 7.02 6.44

.22 30.00 21.29 17.03 14.19 12.16 10.64 9.46 8.51 7.74 7.10

.23 35.00 22.28 17.82 14.85 12.73 11.14 9.90 8.91 8.10 7.43

.25 40.00* 24.26 19.40 16.17 13.86 12.13 10.78 9.70 8.82 8.09

.26 45.00* 25.25 20.20 16.83 14.43 12.62 11.22 10.10 9.18 8.42

.28 50.00* 27.23 21.78 18.15 15.56 13.61 12.10 10.89 9.90 9.08

.29 55.00* 28.71 22.97 19.14 16.41 14.36 12.76 11.48 10.44 9.57

.31 60.00* 30.20 24.16 20.13 17.25 15.10 13.42 12.08 10.98 10.07

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

2.5

.25 10.00 24.75 19.80 16.50 14.14 12.38 11.00 9.90 9.00 8.25

.31 15.00 30.69 24.55 20.46 17.54 15.35 13.64 12.28 11.16 10.23

.35 20.00 34.65 27.72 23.10 19.80 17.33 15.40 13.86 12.60 11.55

.40 25.00 39.60 31.68 26.40 22.63 19.80 17.60 15.84 14.40 13.20

.43 30.00 42.57 34.06 28.38 24.33 21.29 18.92 17.03 15.48 14.19

.46 35.00 45.54 36.43 30.36 26.02 22.77 20.24 18.22 16.56 15.18

.50 40.00* 49.50 39.60 33.00 28.29 24.75 22.00 19.80 18.00 16.50

.52 45.00* 51.08 40.87 34.06 29.19 25.54 22.70 20.43 18.58 17.03

.56 50.00* 55.64 44.51 37.09 31.79 27.82 24.73 22.26 20.23 18.55

.59 55.00* 58.41 46.73 38.94 33.38 29.21 25.96 23.36 21.24 19.47

.61 60.00* 60.39 48.31 40.26 34.51 30.20 26.84 24.16 21.96 20.13

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

1.875

.19 10.00 18.56 14.85 12.38 10.61 9.28 8.25 7.43 6.75 6.19

.23 15.00 22.52 18.02 15.02 12.87 11.26 10.01 9.01 8.19 7.51

.26 20.00 25.49 20.39 17.00 14.57 12.75 11.33 10.20 9.27 8.50

.28 25.00 27.47 21.98 18.32 15.70 13.74 12.21 10.99 9.99 9.16

.33 30.00 32.42 25.94 21.62 18.53 16.21 14.41 12.97 11.79 10.81

.35 35.00 34.40 27.52 22.94 19.66 17.20 15.29 13.76 12.51 11.47

.38 40.00* 37.37 29.90 24.92 21.36 18.69 16.61 14.95 13.59 12.46

.39 45.00* 40.59 32.47 27.06 23.19 20.30 18.04 16.24 14.76 13.53

.42 50.00* 43.56 34.85 29.04 24.89 21.78 19.36 17.42 15.84 14.52

.43 55.00* 46.53 37.22 31.02 26.59 23.27 20.68 18.61 16.92 15.51

.45 60.00* 50.49 40.39 33.66 28.85 25.25 22.44 20.20 18.36 16.83
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*For Post Emerge Applications where finer droplets are required use 40 PSI or greater.

MeterCone® Nozzles 15” Spacing (Height 12” to 13” or 24” to 26” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

3.75

.38 10.00 37.13 29.70 24.75 21.21 18.56 16.50 14.85 13.50 12.38

.46 15.00 45.29 36.23 30.20 25.88 22.65 20.13 18.12 16.47 15.10

.53 20.00 52.22 41.78 34.82 29.84 26.11 23.21 20.89 18.99 17.41

.59 25.00 58.16 46.53 38.78 33.24 29.08 25.85 23.27 21.15 19.39

.65 30.00 64.10 51.28 42.74 36.63 32.05 28.49 25.64 23.31 21.37

.71 35.00 70.04 56.03 46.70 40.02 35.02 31.13 28.02 25.47 23.35

.75 40.00* 74.00 59.20 49.34 42.29 37.00 32.89 29.60 26.91 24.67

.79 45.00* 80.19 64.15 53.46 45.82 40.10 35.64 32.08 29.16 26.73

.82 50.00* 85.14 68.11 56.76 48.65 42.57 37.84 34.06 30.96 28.38

.87 55.00* 91.08 72.86 60.72 52.05 45.54 40.48 36.43 33.12 30.36

.92 60.00* 97.02 77.62 64.68 55.44 48.51 43.12 38.81 35.28 32.34

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

5.0

.50 10.00 49.50 39.60 33.00 28.29 24.75 22.00 19.80 18.00 16.50

.61 15.00 60.39 48.31 40.26 34.51 30.20 26.84 24.16 21.96 20.13

.71 20.00 70.29 56.23 46.86 40.17 35.15 31.24 28.12 25.56 23.43

.79 25.00 78.21 62.57 52.14 44.69 39.11 34.76 31.28 28.44 26.07

.87 30.00 86.13 68.90 57.42 49.22 43.07 38.28 34.45 31.32 28.71

.92 35.00 91.08 72.86 60.72 52.05 45.54 40.48 36.43 33.12 30.36
1.00 40.00* 99.00 79.20 66.00 56.57 49.50 44.00 39.60 36.00 33.00

Nozzle 
Size GPM Pressure

PSI

Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

7.5

.75 10.00 74.25 59.40 49.50 42.43 37.13 33.00 29.70 27.00 24.75

.92 15.00 91.08 72.86 60.72 52.05 45.54 40.48 36.43 33.12 30.36

1.06 20.00 104.94 83.95 69.96 59.97 52.47 46.64 41.98 38.16 34.98

1.19 25.00 117.81 94.25 78.54 67.32 58.91 52.36 47.12 42.84 39.27

1.30 30.00 128.70 102.96 85.80 73.54 64.35 57.20 51.48 46.80 42.90

1.39 35.00 137.61 110.09 91.74 78.63 68.81 61.16 55.04 50.04 45.87

1.50 40.00* 148.50 118.80 99.00 84.86 74.25 66.00 59.40 54.00 49.50
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MeterCone® Nozzles 15” Spacing (Height 12” to 13” or 24” to 26” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI

Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

10.0

1.00 10.00 99.00 79.20 66.00 56.57 49.50 44.00 39.60 36.00 33.00
1.22 15.00 120.78 96.62 80.52 69.02 60.39 53.68 48.31 43.92 40.26
1.41 20.00 139.59 111.67 93.06 79.77 69.80 62.04 55.84 50.76 46.53
1.57 25.00 155.43 124.34 103.62 88.82 77.72 69.08 62.17 56.52 51.81
1.73 30.00 171.27 137.02 114.18 97.87 85.64 76.12 68.51 62.28 57.09
1.85 35.00 183.15 146.52 122.10 104.66 91.58 81.40 73.26 66.60 61.05
2.0 40.00* 198.00 158.40 132.00 113.14 99.00 88.00 79.20 72.00 66.00

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

12.5

1.25 10.00 123.75 99.00 82.50 70.71 61.88 55.00 49.50 45.00 41.25
1.53 15.00 151.47 121.18 100.98 86.55 75.74 67.32 60.59 55.08 50.49
1.77 20.00 175.23 140.18 116.82 100.13 87.62 77.88 70.09 63.72 58.41
1.98 25.00 196.02 156.82 130.68 112.01 98.01 87.12 78.41 71.28 65.34
2.18 30.00 215.82 172.66 143.88 123.33 107.91 95.92 86.33 78.48 71.94
2.31 35.00 228.69 182.95 152.46 130.68 114.35 101.64 91.48 83.16 76.23
2.50 40.00* 247.50 198.00 165.00 141.43 123.75 110.00 99.00 90.00 82.50

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

15.0

1.50 10.00 148.50 118.80 99.00 84.86 74.25 66.00 59.40 54.00 49.50
1.84 15.00 182.16 145.73 121.44 104.09 91.08 80.96 72.86 66.24 60.72
2.12 20.00 209.88 167.90 139.92 119.93 104.94 93.28 83.95 76.32 69.96
2.37 25.00 234.63 187.70 156.42 134.07 117.32 104.28 93.85 85.32 78.21
2.60 30.00 257.40 205.92 171.60 147.09 128.70 114.40 102.96 93.60 85.80
2.78 35.00 275.22 220.18 183.48 157.27 137.61 122.32 110.09 100.08 91.74
3.00 40.00* 297.00 237.60 198.00 169.71 148.50 132.00 118.80 108.00 99.00
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Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

2.5

.25 10.00 18.56 14.85 12.38 10.61 9.28 8.25 7.43 6.75 6.19

.31 15.00 23.02 18.41 15.35 13.15 11.51 10.23 9.21 8.37 7.67

.35 20.00 25.99 20.79 17.33 14.85 12.99 11.55 10.40 9.45 8.66

.40 25.00 29.70 23.76 19.80 16.97 14.85 13.20 11.88 10.80 9.90

.43 30.00 31.93 25.54 21.29 18.24 15.96 14.19 12.77 11.61 10.64

.46 35.00 34.16 27.32 22.77 19.52 17.08 15.18 13.66 12.42 11.39

.50 40.00* 37.13 29.70 24.75 21.21 18.56 16.50 14.85 13.50 12.38

.52 45.00* 38.31 30.65 25.54 21.89 19.16 17.03 15.33 13.93 12.77

.56 50.00* 41.73 33.38 27.82 23.84 20.86 18.55 16.69 15.17 13.91

.59 55.00* 43.81 35.05 29.21 25.03 21.90 19.47 17.52 15.93 14.60

.61 60.00* 45.29 36.23 30.20 25.88 22.65 20.13 18.12 16.47 15.10

*For Post Emerge Applications where finer droplets are required use 40 PSI or greater.

MeterCone® Nozzles 20” Spacing (Height 19” to 21” Angle Fixed 20˚)
 

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

1.25

.13 10.00 9.28 7.43 6.19 5.30 4.64 4.13 3.71 3.38 3.09

.17 15.00 12.99 10.40 8.66 7.43 6.50 5.78 5.20 4.73 4.33

.19 20.00 13.74 10.99 9.16 7.85 6.87 6.11 5.49 5.00 4.58

.20 25.00 14.48 11.58 9.65 8.27 7.24 6.44 5.79 5.27 4.83

.22 30.00 15.96 12.77 10.64 9.12 7.98 7.10 6.39 5.81 5.32

.23 35.00 16.71 13.37 11.14 9.55 8.35 7.43 6.68 6.08 5.57

.25 40.00* 18.19 14.55 12.13 10.40 9.10 8.09 7.28 6.62 6.06

.26 45.00* 18.93 15.15 12.62 10.82 9.47 8.42 7.57 6.89 6.31

.28 50.00* 20.42 16.34 13.61 11.67 10.21 9.08 8.17 7.43 6.81

.29 55.00* 21.53 17.23 14.36 12.30 10.77 9.57 8.61 7.83 7.18

.31 60.00* 22.65 18.12 15.10 12.94 11.32 10.07 9.06 8.24 7.55

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

1.875

.19 10.00 13.92 11.14 9.28 7.96 6.96 6.19 5.57 5.06 4.64

.23 15.00 16.89 13.51 11.26 9.65 8.45 7.51 6.76 6.14 5.63

.26 20.00 19.12 15.30 12.75 10.93 9.56 8.50 7.65 6.95 6.37

.28 25.00 20.60 16.48 13.74 11.77 10.30 9.16 8.24 7.49 6.87

.33 30.00 24.32 19.45 16.21 13.90 12.16 10.81 9.73 8.84 8.11

.35 35.00 25.80 20.64 17.20 14.74 12.90 11.47 10.32 9.38 8.60

.38 40.00* 28.03 22.42 18.69 16.02 14.01 12.46 11.21 10.19 9.34

.39 45.00* 30.44 24.35 20.30 17.40 15.22 13.53 12.18 11.07 10.15

.42 50.00* 32.67 26.14 21.78 18.67 16.34 14.52 13.07 11.88 10.89

.43 55.00* 34.90 27.92 23.27 19.94 17.45 15.51 13.96 12.69 11.63

.45 60.00* 37.87 30.29 25.25 21.64 18.93 16.83 15.15 13.77 12.62
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*For Post Emerge Applications where finer droplets are required use 40 PSI or greater.

MeterCone® Nozzles 20” Spacing (Height 19” to 21” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

3.75

.38 10.00 27.84 22.28 18.56 15.91 13.92 12.38 11.14 10.13 9.28

.46 15.00 33.97 27.18 22.65 19.41 16.98 15.10 13.59 12.35 11.32

.53 20.00 39.17 31.33 26.11 22.38 19.58 17.41 15.67 14.24 13.06

.59 25.00 43.62 34.90 29.08 24.93 21.81 19.39 17.45 15.86 14.54

.65 30.00 48.08 38.46 32.05 27.47 24.04 21.37 19.23 17.48 16.03

.71 35.00 52.53 42.03 35.02 30.02 26.27 23.35 21.01 19.10 17.51

.75 40.00* 55.50 44.40 37.00 31.72 27.75 24.67 22.20 20.18 18.50

.79 45.00* 60.14 48.11 40.10 34.37 30.07 26.73 24.06 21.87 20.05

.82 50.00* 63.86 51.08 42.57 36.49 31.93 28.38 25.54 23.22 21.29

.87 55.00* 68.31 54.65 45.54 39.03 34.16 30.36 27.32 24.84 22.77

.92 60.00* 72.77 58.21 48.51 41.58 36.38 32.34 29.11 26.46 24.26

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

5.0

.50 10.00 37.13 29.70 24.75 21.21 18.56 16.50 14.85 13.50 12.38

.61 15.00 45.29 36.23 30.20 25.88 22.65 20.13 18.12 16.47 15.10

.71 20.00 52.72 42.17 35.15 30.12 26.36 23.43 21.09 19.17 17.57

.79 25.00 58.66 46.93 39.11 33.52 29.33 26.07 23.46 21.33 19.55

.87 30.00 64.60 51.68 43.07 36.91 32.30 28.71 25.84 23.49 21.53

.92 35.00 68.31 54.65 45.54 39.03 34.16 30.36 27.32 24.84 22.77
1.00 40.00* 74.25 59.40 49.50 42.43 37.13 33.00 29.70 27.00 24.75

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

7.5

.75 10.00 55.69 44.55 37.13 31.82 27.84 24.75 22.28 20.25 18.56

.92 15.00 68.31 54.65 45.54 39.03 34.16 30.36 27.32 24.84 22.77
1.06 20.00 78.71 62.96 52.47 44.97 39.35 34.98 31.48 28.62 26.24
1.19 25.00 88.36 70.69 58.91 50.49 44.18 39.27 35.34 32.13 29.45
1.30 30.00 96.53 77.22 64.35 55.16 48.26 42.90 38.61 35.10 32.18
1.39 35.00 103.21 82.57 68.81 58.98 51.60 45.87 41.28 37.53 34.40
1.50 40.00* 111.38 89.10 74.25 63.64 55.69 49.50 44.55 40.50 37.13
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MeterCone® Nozzles 20” Spacing (Height 19” to 21” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

10.0

1.00 10.00 74.25 59.40 49.50 42.43 37.13 33.00 29.70 27.00 24.75
1.22 15.00 90.59 72.47 60.39 51.76 45.29 40.26 36.23 32.94 30.20
1.41 20.00 104.69 83.75 69.80 59.82 52.35 46.53 41.88 38.07 34.90
1.57 25.00 116.57 93.26 77.72 66.61 58.29 51.81 46.63 42.39 38.86
1.73 30.00 128.45 102.76 85.64 73.40 64.23 57.09 51.38 46.71 42.82
1.85 35.00 137.36 109.89 91.58 78.49 68.68 61.05 54.95 49.95 45.79
2.0 40.00* 148.50 118.80 99.00 84.86 74.25 66.00 59.40 54.00 49.50

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

12.5

1.25 10.00 92.81 74.25 61.88 53.04 46.41 41.25 37.13 33.75 30.94
1.53 15.00 113.60 90.88 75.74 64.92 56.80 50.49 45.44 41.31 37.87
1.77 20.00 131.42 105.14 87.62 75.10 65.71 58.41 52.57 47.79 43.81
1.98 25.00 147.02 117.61 98.01 84.01 73.51 65.34 58.81 53.46 49.01
2.18 30.00 161.87 129.49 107.91 92.49 80.93 71.94 64.75 58.86 53.96
2.31 35.00 171.52 137.21 114.35 98.01 85.76 76.23 68.61 62.37 57.17
2.50 40.00* 185.63 148.50 123.75 106.07 92.81 82.50 74.25 67.50 61.88

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

15.0

1.50 10.00 111.38 89.10 74.25 63.64 55.69 49.50 44.55 40.50 37.13
1.84 15.00 136.62 109.30 91.08 78.07 68.31 60.72 54.65 49.68 45.54
2.12 20.00 157.41 125.93 104.94 89.95 78.71 69.96 62.96 57.24 52.47
2.37 25.00 175.97 140.78 117.32 100.56 87.99 78.21 70.39 63.99 58.66
2.60 30.00 193.05 154.44 128.70 110.31 96.53 85.80 77.22 70.20 64.35
2.78 35.00 206.42 165.13 137.61 117.95 103.21 91.74 82.57 75.06 68.81
3.00 40.00* 222.75 178.20 148.50 127.29 111.38 99.00 89.10 81.00 74.25
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MeterCone® Nozzles 30” Spacing (Height 24” to 26” Angle Fixed 20˚)

*For Post Emerge Applications where finer droplets are required use 40 PSI or greater.

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

1.875

.19 10.00 9.28 7.43 6.19 5.30 4.64 4.13 3.71 3.38 3.09

.23 15.00 11.26 9.01 7.51 6.44 5.63 5.01 4.50 4.10 3.75

.26 20.00 12.75 10.20 8.50 7.28 6.37 5.67 5.10 4.64 4.25

.28 25.00 13.74 10.99 9.16 7.85 6.87 6.11 5.49 5.00 4.58

.33 30.00 16.21 12.97 10.81 9.26 8.11 7.21 6.48 5.90 5.40

.35 35.00 17.20 13.76 11.47 9.83 8.60 7.65 6.88 6.26 5.73

.38 40.00* 18.69 14.95 12.46 10.68 9.34 8.31 7.47 6.80 6.23

.39 45.00* 20.30 16.24 13.53 11.60 10.15 9.02 8.12 7.38 6.77

.42 50.00* 21.78 17.42 14.52 12.45 10.89 9.68 8.71 7.92 7.26

.43 55.00* 23.27 18.61 15.51 13.29 11.63 10.34 9.31 8.46 7.76

.45 60.00* 25.25 20.20 16.83 14.43 12.62 11.22 10.10 9.18 8.42

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

2.5

.25 10.00 12.38 9.90 8.25 7.07 6.19 5.50 4.95 4.50 4.13

.31 15.00 15.35 12.28 10.23 8.77 7.67 6.82 6.14 5.58 5.12

.35 20.00 17.33 13.86 11.55 9.90 8.66 7.70 6.93 6.30 5.78

.40 25.00 19.80 15.84 13.20 11.31 9.90 8.80 7.92 7.20 6.60

.43 30.00 21.29 17.03 14.19 12.16 10.64 9.46 8.51 7.74 7.10

.46 35.00 22.77 18.22 15.18 13.01 11.39 10.12 9.11 8.28 7.59

.50 40.00* 24.75 19.80 16.50 14.14 12.38 11.00 9.90 9.00 8.25

.52 45.00* 25.54 20.43 17.03 14.60 12.77 11.35 10.22 9.29 8.51

.56 50.00* 27.82 22.26 18.55 15.90 13.91 12.36 11.13 10.12 9.27

.59 55.00* 29.21 23.36 19.47 16.69 14.60 12.98 11.68 10.62 9.74

.61 60.00* 30.20 24.16 20.13 17.25 15.10 13.42 12.08 10.98 10.07

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

1.25

.13 10.00 6.19 4.95 4.13 3.54 3.09 2.75 2.48 2.25 2.06

.17 15.00 8.66 6.93 5.78 4.95 4.33 3.85 3.47 3.15 2.89

.19 20.00 9.16 7.33 6.11 5.23 4.58 4.07 3.66 3.33 3.05
..20 25.00 9.65 7.72 6.44 5.52 4.83 4.29 3.86 3.51 3.22
.22 30.00 10.64 8.51 7.10 6.08 5.32 4.73 4.26 3.87 3.55
.23 35.00 11.14 8.91 7.43 6.36 5.57 4.95 4.46 4.05 3.71
.25 40.00* 12.13 9.70 8.09 6.93 6.06 5.39 4.85 4.41 4.04
.26 45.00* 12.62 10.10 8.42 7.21 6.31 5.61 5.05 4.59 4.21
.28 50.00* 13.61 10.89 9.08 7.78 6.81 6.05 5.45 4.95 4.54
.29 55.00* 14.36 11.48 9.57 8.20 7.18 6.38 5.74 5.22 4.79
.31 60.00* 15.10 12.08 10.07 8.63 7.55 6.71 6.04 5.49 5.03
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MeterCone® Nozzles 30” Spacing (Height 24” to 26” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

3.75

.38 10.00 18.56 14.85 12.38 10.61 9.28 8.25 7.43 6.75 6.19

.46 15.00 22.65 18.12 15.10 12.94 11.32 10.07 9.06 8.24 7.55

.53 20.00 26.11 20.89 17.41 14.92 13.06 11.61 10.44 9.50 8.70

.59 25.00 29.08 23.27 19.39 16.62 14.54 12.93 11.63 10.58 9.69

.65 30.00 32.05 25.64 21.37 18.32 16.03 14.25 12.82 11.66 10.68

.71 35.00 35.02 28.02 23.35 20.01 17.51 15.57 14.01 12.74 11.67

.75 40.00* 37.00 29.60 24.67 21.14 18.50 16.45 14.80 13.46 12.33

.79 45.00* 40.10 32.08 26.73 22.91 20.05 17.82 16.04 14.58 13.37

.82 50.00* 42.57 34.06 28.38 24.33 21.29 18.92 17.03 15.48 14.19

.87 55.00* 45.54 36.43 30.36 26.02 22.77 20.24 18.22 16.56 15.18

.92 60.00* 48.51 38.81 32.34 27.72 24.26 21.56 19.40 17.64 16.17

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

5.0

.50 10.00 24.75 19.80 16.50 14.14 12.38 11.00 9.90 9.00 8.25

.61 15.00 30.20 24.16 20.13 17.25 15.10 13.42 12.08 10.98 10.07

.71 20.00 35.15 28.12 23.43 20.08 17.57 15.62 14.06 12.78 11.72

.79 25.00 39.11 31.28 26.07 22.35 19.55 17.38 15.64 14.22 13.04

.87 30.00 43.07 34.45 28.71 24.61 21.53 19.14 17.23 15.66 14.36

.92 35.00 45.54 36.43 30.36 26.02 22.77 20.24 18.22 16.56 15.18
1.00 40.00* 49.50 39.60 33.00 28.29 24.75 22.00 19.80 18.00 16.50

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

7.5

.75 10.00 37.13 29.70 24.75 21.21 18.56 16.50 14.85 13.50 12.38

.92 15.00 45.54 36.43 30.36 26.02 22.77 20.24 18.22 16.56 15.18
1.06 20.00 52.47 41.98 34.98 29.98 26.24 23.32 20.99 19.08 17.49
1.19 25.00 58.91 47.12 39.27 33.66 29.45 26.18 23.56 21.42 19.64
1.30 30.00 64.35 51.48 42.90 36.77 32.18 28.60 25.74 23.40 21.45
1.39 35.00 68.81 55.04 45.87 39.32 34.40 30.58 27.52 25.02 22.94
1.50 40.00* 74.25 59.40 49.50 42.43 37.13 33.00 29.70 27.00 24.75
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MeterCone® Nozzles 30” Spacing (Height 24” to 26” Angle Fixed 20˚)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

10.0

1.00 10.00 49.50 39.60 33.00 28.29 24.75 22.00 19.80 18.00 16.50
1.22 15.00 60.39 48.31 40.26 34.51 30.20 26.84 24.16 21.96 20.13
1.41 20.00 69.80 55.84 46.53 39.88 34.90 31.02 27.92 25.38 23.27
1.57 25.00 77.72 62.17 51.81 44.41 38.86 34.54 31.09 28.26 25.91
1.73 30.00 85.64 68.51 57.09 48.93 42.82 38.06 34.25 31.14 28.55
1.85 35.00 91.58 73.26 61.05 52.33 45.79 40.70 36.63 33.30 30.53
2.0 40.00* 99.00 79.20 66.00 56.57 49.50 44.00 39.60 36.00 33.00

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

12.5

1.25 10.00 61.88 49.50 41.25 35.36 30.94 27.50 24.75 22.50 20.63
1.53 15.00 75.74 60.59 50.49 43.28 37.87 33.66 30.29 27.54 25.25
1.77 20.00 87.62 70.09 58.41 50.07 43.81 38.94 35.05 31.86 29.21
1.98 25.00 98.01 78.41 65.34 56.01 49.01 43.56 39.20 35.64 32.67
2.18 30.00 107.91 86.33 71.94 61.66 53.96 47.96 43.16 39.24 35.97
2.31 35.00 114.35 91.48 76.23 65.34 57.17 50.82 45.74 41.58 38.12
2.50 40.00* 123.75 99.00 82.50 70.71 61.88 55.00 49.50 45.00 41.25

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

15.0

1.50 10.00 74.25 59.40 49.50 42.43 37.13 33.00 29.70 27.00 24.75
1.84 15.00 91.08 72.86 60.72 52.05 45.54 40.48 36.43 33.12 30.36
2.12 20.00 104.94 83.95 69.96 59.97 52.47 46.64 41.98 38.16 34.98
2.37 25.00 117.32 93.85 78.21 67.04 58.66 52.14 46.93 42.66 39.11
2.60 30.00 128.70 102.96 85.80 73.54 64.35 57.20 51.48 46.80 42.90
2.78 35.00 137.61 110.09 91.74 78.63 68.81 61.16 55.04 50.04 45.87
3.00 40.00* 148.50 118.80 99.00 84.86 74.25 66.00 59.40 54.00 49.50



16

Calibration

 Application Guide   509-200M 2/7/06

Great Plains Mfg., Inc.

Teejet® Nozzles 15” Spacing (Height 13” to 15” for XR80; 10” to 12” for XR110)

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

XR
8001

&
XR

11001

.06 15.00 5.94 4.75 3.96 3.39 2.97 2.64 2.38 2.16 1.98

.07 20.00 6.93 5.54 4.62 3.96 3.47 3.08 2.77 2.52 2.31

.08 25.00 7.92 6.34 5.28 4.53 3.96 3.52 3.17 2.88 2.64

.09 30.00 8.91 7.13 5.94 5.09 4.46 3.96 3.56 3.24 2.97

.10 35.00 9.41 7.52 6.27 5.37 4.70 4.18 3.76 3.42 3.14

.10 40.00 9.90 7.92 6.60 5.66 4.95 4.40 3.96 3.60 3.30

.11 45.00 10.40 8.32 6.93 5.94 5.20 4.62 4.16 3.78 3.47

.11 50.00 10.89 8.71 7.26 6.22 5.45 4.84 4.36 3.96 3.63

.12 55.00 11.39 9.11 7.59 6.51 5.69 5.06 4.55 4.14 3.80

.12 60.00 11.88 9.50 7.92 6.79 5.94 5.28 4.75 4.32 3.96

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

XR
80015

&
XR

11015

.09 15.00 8.91 7.13 5.94 5.09 4.46 3.96 3.56 3.24 2.97

.11 20.00 10.89 8.71 7.26 6.22 5.45 4.84 4.36 3.96 3.63

.12 25.00 11.88 9.50 7.92 6.79 5.94 5.28 4.75 4.32 3.96

.13 30.00 12.87 10.30 8.58 7.35 6.44 5.72 5.15 4.68 4.29

.14 35.00 13.86 11.09 9.24 7.92 6.93 6.16 5.54 5.04 4.62

.15 40.00 14.85 11.88 9.90 8.49 7.43 6.60 5.94 5.40 4.95

.16 45.00 15.59 12.47 10.40 8.91 7.80 6.93 6.24 5.67 5.20

.17 50.00 16.34 13.07 10.89 9.33 8.17 7.26 6.53 5.94 5.45

.17 55.00 17.08 13.66 11.39 9.76 8.54 7.59 6.83 6.21 5.69

.18 60.00 17.82 14.26 11.88 10.18 8.91 7.92 7.13 6.48 5.94

Nozzle 
Size GPM Pressure

PSI
Gallons Per Acre At Miles Per Hour

4.00 5.00 6.00 7.00 8.00 9.00 10.00 11.00 12.00

XR
8002

&
XR

11002

.12 15.00 11.88 9.50 7.92 6.79 5.94 5.28 4.75 4.32 3.96

.14 20.00 13.86 11.09 9.24 7.92 6.93 6.16 5.54 5.04 4.62

.16 25.00 15.35 12.28 10.23 8.77 7.67 6.82 6.14 5.58 5.12

.17 30.00 16.83 13.46 11.22 9.62 8.42 7.48 6.73 6.12 5.61

.19 35.00 18.32 14.65 12.21 10.47 9.16 8.14 7.33 6.66 6.11

.20 40.00 19.80 15.84 13.20 11.31 9.90 8.80 7.92 7.20 6.60

.21 45.00 21.04 16.83 14.03 12.02 10.52 9.35 8.42 7.65 7.01

.23 50.00 22.28 17.82 14.82 12.73 11.14 9.90 8.91 8.10 7.43

.24 55.00 23.51 18.81 15.68 13.44 11.76 10.45 9.41 8.55 7.84

.25 60.00 24.75 19.80 16.50 14.14 12.38 11.00 9.90 9.00 8.25




