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PRESS WHEEL CHOICES

3” x 13” Center Rib - This design 
firmly presses seed directly over 
the seed with the center rib of the  
wheel creasing the soil. This crease 
allows the crust to crack open for 
even seed emergence.

1” x 12” Double -V - This design 
closes the seed trench with an 
aggressive pinching action. It 
provides excellent depth control  
in most soil conditions.

Wedge - This design is the “Best of 
Both Worlds,” with an aggressive 
tapered edge. It closes seedbeds 
in firm soil but a large “footprint” 
allows it to stay on top of loose soil.

Cast blade 
separator 
protects seed 
tube

Optional Keeton 
Seed Firmer™ or  
Seed-Lok® wheel

Downward floating 
press wheel arms are 
extremely rugged

AVAILABLE ON THESE  NO-TILL MODELS

MODEL NAME ROW SPACINGS

3N-4010HDF 7 1/2”,10”

1510HDF 7 1/2”,10”

2010HDF 7 1/2”,10”

1510HDF w/SSH 7 1/2”,10”

2010HDF w/SSH 7 1/2”,10”

The 10HD Series Opener - This 
opener redefines tough; with its 15” 
blades, planter seed tube, cast blade 
separator, seed tube protector and 
cast press wheel arms.

Air Design Scrapers feature a 
special tungsten carbide cutting 
edge that will outlast and outwear 
standard scrapers. The aggressive 
scraping action is ideal for higher 
residue, moist conditions.

T-Handle seed depth adjustment

FLUTED FEED

The exclusive Great 
Plains fluted feed cup 
delivers outstanding 
accuracy. Whether the 
seed you are drilling is 
small, large or fragile, 
our time proven meter-
ing system will deliver 
the rate you choose, 
evenly and gently.

CPH, PFH & SSH  
HITCHES




